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Barossa Series Aluminium RHS

SCREENS

Louvreclad’s Barossa Series® is a striking contemporary alternative to traditional timber
battens. Barossa’s superior durability also ensures a high quality solution for privacy & sun
screening applications. Ideal for building refurbishments.

Distinctive Features:

Extruded aluminium finish

Wide range of powdercoated & anodised colour choices
available

Battens can be set any pitch as determined by level of
screening required

Designed to withstand a variety of weather conditions
Contemporary looks that offer privacy and superior sun
shading performance

Attention to Detail:

Available in a wide range of batten sizes

Designed to compliment the Scarborough Series®,
Caprice Series® and Sheraton Series®

Designed, engineered and certified for incidental live
load.
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DRAFT SPECIFICATION

Screens will be Louvreclad Barossa Series®. Blades will be mounted
at (state pitch) mm pitch at [state angle]® angle.
Base Material & Finish

Screens will be manufactured in [powder coated/anodised] aluminium
finish in (state colour]

Installation and Mounting

Installation and mounting details will be designed in accordance
with proprietary systems and recommendations as designed and
manufactured by Louvreclad Pty. Ltd. Phone: 1300 165 678

Email: sales@louvreclad.com

Base Material Options
« Extruded Aluminium

Finishes Available

Choose from the following range of finishes:
» Interpon powder coated range

» Dulux powder coated range

« Timber Grain Powdercoat range

« Sapphire anodised range

« Universal anodised range

« AAF anodised range
Specialised coatings are also available on request.
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If you have any questions about this product, or if you would like to speak to a member of our
expert team about how we can tailor a solution for you, call: 1300 165 678 or visit: louvreclad.com




