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SCREENS

Thinking outside for inside performance

Distinctive Features + Diverse Applications  
+ Multitude of Benefits:
•	 Excellent cantilever, spanning and sun-shading 

characteristics

•	 Ideal for mitred corners

Attention to Detail:
•	 Maximum blade span: 3600mm

•	 300mm ellipsoid

•	 50mm depth

•	 Designed, engineered and certified for incidental live 
load.

Louvreclad’s Ocean Series® have excellent spanning and sun-shading characteristics that 
ensure an outstanding ellipsoid architectural sunscreen. Designed to withstand larger spans 
in either vertical or horizontal configurations, the Ocean Series® screening system offers a 
striking alternative to traditional timber battens.

Ocean Series®

EXCELLENT SPANNING  
CAPABILITIES



PROFILES
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SCREENS

DRAFT SPECIFICATION

Screens will be Louvreclad Ocean Series®. Blades will be 
(Operable/Fixed) if fixed (state pitch) mm pitch at (state angle)° angle.

Base Material & Finish
Screens will be manufactured in (powder coated/anodised) aluminium 
finish in (state colour)

Installation and Mounting
Installation and mounting details will be designed in accordance with 
proprietary systems and recommendations as designed and manufactured 
by Louvreclad Pty. Ltd. Phone: 1300 165 678 Email: sales@louvreclad.com

Base Material Options
•	 Extruded Aluminium 

Finishes Available
Choose from the following range of finishes:

•	 complete powder coated range

•	 complete anodised range
Specialised coatings are also available on request.

Operating Options
If specifying operable screens please nominate the operating system from 
the following:

•	 remote winder control

•	 electric actuator

TYPICAL FIXING DETAIL:

Ocean Series®

ALL DATA DISCLOSED HEREIN IS THE PROPERTY
OF LOWLINE GROUP & MAY NOT BE USED FOR 
MANUFACTURE,PROCUREMENT OR DISCLOSURE
WITHOUT THE PERMISSION OF THE OWNERS.
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LOUVRECLAD ELLIPTICAL 
BLADES (OXFORD, WICKHAM, 
OCEAN, MERLIN SERIES)

DETAIL C 
SCALE 1 : 5

FABRICATED SPIGOT TO 
SUIT 20mm CRAB CLAW

EACH SPIGOT FIXED WITH
S/S 2 OFF M12 CHEMSET
100mm MIN EMBEDMENT

SCREEN FIXED WITH3 OFF S/S 5
RIVETS EACH SIDE OF BLADE 

DETAIL D 
SCALE 1 : 5

SEPARATION TAPE BELOW BASE PLATE

DETAIL F
SCALE 1 : 5

CRAB CLAW

SPIGOT

TYPICAL CRAB CLAW FIXING

TYPICAL FIXING DETAILS
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ELLIPTICAL CRAB CLAW SYSTEM
-

EP

A3

SHEET 2 OF 2

SCALE: 1:100 DWG NO.

DRAWING TITLE:

REV.

DATE:

CKD BY:

DRN BY:

SIZE

DATE:

UNLESS SPECIFIED REMOVE ALL SHARP
EDGES AND DEBURR ALL HOLES

ALL DIMENSIONS IN mm UNLESS OTHERWISE
SPECIFIED MATERIAL CERTIFICATION CAN 
BE SUPPLIED ON REQUEST

TOLERANCES UNLESS OTHERWISE SPECIFIED
FABRICATION          MACHINING
DIM.       +/- 1     DIM.      +/- 0.05
ANGULAR    +/- 1°    ANGULAR   +/- 0.05°
HOLE CTRS. +/- 0.5          

PROJECT TITLE:

SALES

FINISH REQUIRED.
11 WILLIAM STREET,BLACKSTONE 

QUEENSLAND.
PO BOX 486 BOOVAL 4304. 

PH- (07) 38165600

600-00

CLIENT:
-
-

PRODUCT ID.

GROUP



WOULD YOU LIKE TO KNOW MORE? 
If you have any questions about this product, or if you would like to speak to a member of our 
expert team about how we can tailor a solution for you, call: 1300 165 678 or visit: louvreclad.com

SCREENS

Ocean Series®


